Delivery of FAME to the Austrian market
In  2013  JSC “Mogilevkhimvolokno” started a new complete process plant for fatty acid methyl ester production (FAME). FAME is used for production of biodiesel fuel. The capacity of the plant is 50 000 t per year, the finished product complies with the European standard EN14214. 

We can offer more than 1 000 t of FAME (EN14214) (feedstock –rapeseed oil) per month  for export.

The price in October 2013 is 800 euro/t FCA Mogilev

We are open for your offers, also we can work on basis of formula price formation.

Contact person – Pavel Ochapovskiy, Head of chemical products and consumer goods sales department.
Tel: +375 222 499977, e-mail – ochapovskiy@khimvolokno.by
Quality indices of fatty acid methyl ester (FAME)
	Characteristics


	Unit of measurement 
	Indicator values 

	
	
	Min
	Max

	Ester content 
	% 
	96,50
	-

	Density at 15 оС
	kg/m3 
	860
	900

	Viscosity at 40 оС
	mm2/sec
	3,5
	5,0

	Flash point
	°С
	120
	-

	Sulfur content
	mg/kg
	-
	10,0

	Carbon residue (on 10% distillation residue) 
	% 
	-
	0,30

	Cetane number
	-
	51
	-

	Sulfated ash content
	% 
	-
	0,02

	Water content
	mg/kg
	-
	500

	Content of mechanical impurities
	mg/kg
	-
	24

	Copper strip corrosion (3 h at 50оС)
	Scale unit
	Class 1 

	Copper strip corrosion (3 h at 50оС)
	hours
	8,0
	-

	Acid number
	mg КОН/g
	-
	0,5

	Iodine number
	g I2/100 g
	-
	120

	Content of linolenic acid methyl ester
	% 
	-
	12,0

	Content of polyunsaturated (≥ 4 double bonds) methyl esters
	% 
	-
	1

	Methanol content
	% 
	-
	0,20

	Monoglyceride content
	% 
	-
	0,30

	Diglyceride content
	% 
	-
	0,20

	Triglyceride content
	% 
	-
	0,20

	Free glycerine content
	% 
	-
	0,02

	Total glycerine content
	% 
	-
	0,25

	Content of:

Group I metals (Na+K) 


Group II metals (Сa+Mg) 
	mg/kg 

mg/kg
	-
	5,0
5,0

	Phosphorous content
	mg/kg 
	-
	2,0


Production capacity - 50 000 ton per year. 

